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SECTION I

PRODUCT IDENTIFICATION

Manufacturer:
International Silica Technologies, LLC

Address:

3312 Windover Garden Circle, Jonesboro, AR 72401

Telephone:

(870) 972-6554

Trade Name:

StratoSil™ S-100 

Date Prepared:
October 2003                 Revision Date: July 19, 2007


SECTION II


INGREDIENTS/IDENTITY INFORMATION

CAS Number
      Common Name

   %_

Classification

7631-86-9
      Amorphous Silicon Dioxide
 100
Crystalline Free - Non-hazardous


SECTION III


HAZARDS IDENTITY INFORMATION

Classification:
This product is not classified as hazardous.





SECTION IV

First Aid Measures


Inhalation: 
Nuisance only.  Dust masks and eye protection should be worn while handling or otherwise being exposed to this material.

Skin: 

Nuisance only.  Wash off with soap and water.

Ingestion: 
Nuisance only.
Eye Contact:  If product inadvertently gets into eyes, treat as a dust.  Flush with water.


SECTION V


FIRE AND EXPLOSION HAZARD DATA

Fire Extinguishing Media:


Non-flammable, all extinguishing media are acceptable.

Special Fire Fighting Procedures: 

None

________________________________________________________________________
SECTION VI


Accidental Release Measures


In Case of Spill: 

Clean up in a manner to minimize dusting.  Wetting of material reduces and eliminates dust.  Material can be washed from surfaces.

Environmental

Precautions:


None.

Waste Disposal Method: 
Dispose of according to local, state, and federal regulations.  Material is non-hazardous.


SECTION VII


Handling and Storage


Handling and Storage Precautions:
This material is dusty and should be handled in a manner that reduces dusting and prolonged exposure without utilization of respiratory protection.

Store in a dry location.



SECTION VIII

Exposure Control Measures / Personal Protection


Exposure Limit Values:
6 mg/m3
Respiratory Protection: 
MFA (COMFO II) Particulate filter type F or 3M type 8710 dust mask or equivalent.

Ventilation:


Mechanical ventilation

Eye: 



Dust proof safety goggles.

Environmental exposure:
Not hazardous to the environment.

Other Protective Clothing & Equipment:

Dust proof safety goggles are recommended for use by all personnel to prevent possible eye irritation.


SECTION IX


PHYSICAL/CHEMICAL CHARACTERISTICS


Boiling Point:


N/A

Bulk Density (lb/ft2): 

10-20

Vapor Pressure (mm Hg): 
N/A

Melting Point: 

>2000 0F

Vapor Density (Air=1):
N/A

Solubility in Water:

Not Soluble
Appearance and Odor:
white powder, No Odor


SECTION X


STABILITY AND REACTIVITY DATA

Stability:
Stable

Conditions to Avoid:  
None

Incompatibility (Materials to Avoid): 


None

Hazardous Decomposition or By Products: 

None

Hazardous Polymerization: 




Will Not Occur


SECTION XI

TOXICOLOGICAL INFORMATION


Acute Toxicity:

LD50 Oral (rat) > 5,000 mg/kg

Eye Irritation:


Non-irritating

Skin Irritation:

Non-irritating

Sensitization:


Will not cause sensitization.

Chronic Toxicity:

Non-carcinogenic


SECTION XII


ECOLOGICAL INFORMATION


Ecotoxicity:


EC50 (Daphnia > 10 g/l)  EC50 (Fish) > 10 g/l

Mobility:


Inert

Degrability:


Will not degrade

Bioactive Potential:

None, inert solid


Other Adverse Effects:
None


SECTION XIII


DISPOSAL INFORMATION


Dispose of according to local, state, and federal regulations.  Material is non-hazardous.



SECTION XIV


TRANSPORT INFORMATION


This product is not a hazardous material.


SECTION XV


REGULATORY INFORMATION


TSCA:



Listed


SECTION XVI


OTHER INFORMATION


This product is not classified as dangerous.

Material Safety Data Sheet
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